
THE PIPE WITH 3 LAYER CONSTRUCTION

THE FITTINGS WITH VALUE ENGINEERING

DrainPro pipes are manufactured using the state-of-the-art multi-layer piping technology that imparts 
excellent properties which are essential for superior performance of the drainage system.

DRAINPRO – SYSTEM COMPONENTS

DOOR FITTINGS that are uniquely 
designed with inner cap for smooth 
and uninterrupted flow

DEPTH GAUGE at the spigot area has a stopper mark 
so that pipe fits into the fitting socket properly, 
allowing thermal expansion and contraction

EXTERNAL RIBS on the 
outer side provide extra 

strength to the socket

SWEPT ANGLE design is 
incorporated to ensure a 
smooth flow without any 

barriers

ANGULAR ROTATION for 
better alignment

RUBBER RINGS are made 
from SBR rubber complying 
to EN 681-1 specification

OUTER LAYER
Manufactured using 
PP material – o�ering
excellent Impact and 
UV resistance 

MIDDLE LAYER
Manufactured using mineral 
reinforced PP material – 
giving rigidity and better 
acoustic performance

INNER LAYER
Manufactured using 
PP material – providing 
smooth flow and 
abrasion resistance



DOOR FITTINGS AND ACCESS PIPE
Astral DrainPro Piping system has provision of many access and door fittings which are 
very essential for repair and maintenance of sewerage and drainage piping system. 
These fittings are designed and manufactured with very high degree of accuracy which 
makes the system more e�ective and proven over the years. The door fittings are 
uniquely designed with additional inner cap attached with door cap for smoother and 
turbulence free flow.

P TRAP SIPHONE SYSTEM
Astral DrainPro P Trap Siphon provides 50 mm / 2 inches water-seal to prevent foul 
odour coming from the drainage line. The P trap Siphon needs be installed with 45° 
bend along with the pipe support to ensure hassle-free operations of drainage system. 

The P traps are available in 75 mm as well as 110 mm sizes.

MULTI FLOOR TRAP
The highly functional Floor Trap designed by Astral complies with the latest international 
standards. The proven seal construction comes with inlets / outlets on top as well as 
branches for reliable functionality. Ba�le Partition construction remains air-tight in all 
working conditions. Specially designed inspection plug enables access of area under the 
ba�le for inspection and cleaning. These Multi floor traps are available with 5” and 7” 
height options with 50 mm and 75 mm water seal respectively, which can be used to 
design the highly e�cient drainage system. There are multiple height riser options 
available as well, which can be used with Multi Floor traps to provide enormous flexibility 
to designers and ultimately provide e�cient and cost e�ective solution. 

NAHANI TRAP WITH EXTENSION PIECE
Astral DrainPro piping system includes uniquely designed Nahani Trap with height riser 

extension piece to eliminate limitation of height in the assembly. 

Apart from the regular fittings – special fittings have been developed to cater ever changing requirements in drainage 
and sewerage including Traps, Access fittings, Door and Plug fittings. Specialized clips also have been designed and 
developed to provide additional support to end caps making the system even more e�cient.

SPECIAL FITTINGS

Rubber Rings used in Astral DrainPro fittings are made  from SBR rubber complying
to EN 681-1 specification

RUBBER RINGS



HIGH PERFORMANCE PROPERTIES

Astral DrainPro piping system can 
withstand extreme temperature 
conditions. Astral DrainPro piping 
system can work flawlessly up to 95°C 
for short term exposure and up to 
90°C for long term exposure, making 
the system ideal for the commercial 
kitchens & trade waste applications. 

RESISTANCE 
TO HOT WATER

Mineral filled Polypropylene material 
keeps system shock and vibration proof. 
This special characteristic helps to 
reduce noise during waste discharge. 3 
layer pipe construction and PP mineral 
filled material of Drainpro provides 
good sound insulating properties.

IMPROVED 
ACOUSTIC 
PERFORMANCE

Drainage and Sewerage piping system 
often encounter extreme conditions 
due to presence of various chemicals 
in waste water. Astral DrainPro piping 
system has excellent resistance to such 
chemicals that keep the system away 
from corrosion, rusting and pitting. 
Due to Polypropylene material it can 
withstand wide range of chemicals 
ranging from pH 2 to pH 12. This makes 
the DrainPro piping system ideal choice 
for laboratory discharge. 

EXCELLENT
CHEMICAL
RESISTANCE



Semi-crystalline nature of PP imparts 
high impact and fatigue resistance that 
helps Astral Drainpro to overcome 
many challenges of traditional system 
like breakages and damages due to 
transportation, handling and storage of 
pipes on site. 

HIGH IMPACT
STRENGTH AND
FATIGUE 
RESISTANCE

The smooth and abrasion-resistant 
inner surface enable obstacle-free 
flow by keeping inner surface free from 
deposits and scaling. 

SMOOTH AND 
ABRASION 
RESISTANCE 
INNER SURFACE 

The manufacturing and installation 
processes of Astral DrainPro piping 
system utilise very less energy and 100% 
recyclable material makes the system 
Eco-friendly solution. 

ECO-FRIENDLY



LOWER THERMAL EXPANSION
Special mineral filled PP 3-layer construction in Astral DrainPro piping system reduces 
the thermal expansion making the system highly recommended when external and 
internal temperature fluctuation are more. The thermal expansion of DrainPro is almost 
half of the HDPE material. Also, the push-fit connection system makes it a more 
versatile and stable system during such changes in length due to expansion and 
contraction. 

UV STABILITY AND LONG LIFE
Draipro piping is manufactured using UV Stabilized material which protects the pipes 

and fittings from the degradative attack of UV improving the lifespan of the product.

SIMPLE AND QUICK JOINING
The unique joining of pipe and fittings with the push-fit rubber ring provides the 
leak-proof solution for waste-water discharge. Even replacement and transfer of piping 
are very easy without cutting pipe. 

LOWER COST
Push-fit rubber joining provides easy installation which saves time & human e�ort. Its 
light weight makes installation, handling and transportation easier and also 

cost-e�ective in comparison to heavy metallic piping systems.

SHOCK AND VIBRATION PROOF
Rigid structures are prone to breakage due to vibrations. Additional flexibility is given to 
the drainage piping system by not glueing or welding the joints. The characteristic 
feature of the push fit system of DrainPro provides not only air-tight and leak-proof 
connection but also a shock and vibration resistant joint. This helps to maintain pipe 
integrity in the event of an earthquake

OTHER FEATURES & BENEFITS



Astral Drainpro has an extensive range of pipes, fittings and accessories ranging from 50mm to 160mm. It is the ideal 
choice of drainage and sewerage system for the building industry. There are many specialized fittings like 75mm water seal 
traps with height risers – available in di�erent combinations – which give enormous design opportunities to contractors 
and designers. The push-fit system is universally accepted and can be easily used with di�erent trade solutions. 

All types of required fittings are available including Bend 45°, Bend 87.5°, Door Bend 87.5°, Coupler, Reducer Coupler, 
Swept Tee, Door Swept Tee, Reducer Swept Tee, Reducer Door Swept Tee, Double Swept Tee, Single Y, Door Single Y, 
Reducer Single Y, Reducer Door Single Y, Double Y, P trap, Access Pipe, Socket Plug, Nahani Trap etc.

PRODUCT RANGE

Pipe sizes
DN 5.0, 7.5, 9.0, 11.0, 16.0 cm

SN 4, S 16

Ring Socket Joining

STANDARDS

BS EN 1451, EN 12056, DIN 1986-100, EN 14366, DIN 4109, VDI 4100,

DIN EN 13501-1, DIN 4102-1, DIN EN 13823

EXTENSIVE PRODUCT RANGE 

AVAILABILITY OF FITTINGS



PIPE SPECIFICATIONS
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DRAIN PRO PROPERTY CHART

Pipe: PP/PP mineral filled/PP

Fitting : PP Mineral Filled

Rubber Seal : SBR

Colour :- Dove Blue

Drainage piping system in building and other establishment 

UNIT VALUE

Material

PROPERTY

Area of Application

Density

Tensile Strength

Elongation @ Break

Modulus of Elasticity

Coe�cient of Liner Expansion

Ring Sti�ness

Fire Resistance

Connection

Application Environment

Operating Temperature

Life Expectancy

g/cm3

MPa

%

MPa

mm/mk

kN/M2

---

Push Fit sockets with factory-inserted lip seal special rubber ring

Waste water with pH 2 – 12

Water Temp. up to 95°C / 203°F (intermittent) or 90°C / 194°F (Continuous)

50 Years

1.4

18.5

32

3500

0.10

>6

DS2d0



NOTES



A consumer validated
Superbrand in piping 
category for
consecutive 3 years

India's Most Trusted 
Pipe Brand based on 
TRA's Brand Trust 
Report for the 3rd timeReport for the 3rd timerd timerd

India's Most Desired
Brand based on 
TRA's Brand Trust 
Report 2021 Report 2021 

Please get in touch with us between
10 AM to 6 PM on Monday to Saturday-
except 1st & 3rd Saturday and Public holidays
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